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Pompy zatapialne | Do ścieków

Model Podnoszenie
(m)

Wydajność
(l/min)

Moc silnika
(W)

Zasilanie
(V)

Pobór prądu
(A)

Przelot pod wirnikiem
(mm)

Króciec
(cale)

Wymiary śr/wys
(cm)

Waga
(kg)

WQF 180 6 150 180 230 2 20 1 17 / 41 10

WQF 250 8 170 250 230 2,6 20 1 17 / 39 9

WQF 370 7,5 200 370 230 2,5 20 11/2 18 / 40 11,5

WQF 450 8 250 450 230 2,8 20 2 19 / 42 12,5

WQF 550 11 320 550 230 4,2 35 2 23,5 / 38 15

WQF 750 14 450 750 230 5,5 35 2 23,5 / 40 16

WQF 1100 15 500 1100 230 9,1 35 2 24 / 44 21,5

Seria pomp zatapialnych przeznaczona 
do przepompowywania ścieków, wody brudnej 
niezawierającej elementów szlifujących 
(np. piasku). Pompy służą do pompowania ścieków 
z szamb przydomowych oraz odwadniania 
zalanych pomieszczeń, domów, garaży i lokali. 
Znajdują zastosowanie również przy pompowaniu 
wód deszczowych i powierzchniowych ze stawów, 
jezior i rzek oraz w zasilaniu oczek wodnych.

Cechy:
•	 Gwintowany króciec tłoczny umożliwiający 

łatwe podłączenie węża tłocznego za pomocą
opaski zaciskowej lub szybkozłącza

•	 Wyłącznik pływakowy sterujący pracą pompy
oraz zabezpieczający przed pracą na sucho

•	 Zabezpieczenie termiczne wbudowane
w uzwojeniu silnika

•	 Serwis gwarancyjny oraz pogwarancyjny
•	 Gwarancja 24 miesiące

Dane techniczne:
•	 Maks. temperatura cieczy: 35°C
•	 Zasilanie: 230 V
•	 Klasa izolacji: B
•	 Tryb pracy: ciągły
•	 Stopień ochrony: IP68
•	 Długość kabla zasilającego: 10 m
•	 Pozycja pracy: pionowa
•	 Prędkość obrotowa silnika: 2850 RPM

Materiały:
•	 Obudowa silnika: stal nierdzewna AISI 304
•	 Obudowa wirnika: żeliwo szare
•	 Wał: stal nierdzewna AISI 304
•	 Wirnik: żeliwo szare
•	 Dławnica mechaniczna: SiC / grafit / NBR

WQF

Podnoszenie / Wydajność
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Submersible pumps | For sewage

Model Head
(m)

Flow
(l/min)

Motor 
power

(W)

Power 
supply

(V)

Current 
consumption

(A)

Passage under  
the impeller  

(mm)

Connections
(inch)

Dimensions
diameter/height  

(cm)

Weight
(kg)

WQF 180 6 150 180 230 2 20 1 17 / 41 10

WQF 250 8 170 250 230 2,6 20 1 17 / 39 9

WQF 370 7,5 200 370 230 2,5 20 11/2 18 / 40 11,5

WQF 450 8 250 450 230 2,8 20 2 19 / 42 12,5

WQF 550 11 320 550 230 4,2 35 2 23,5 / 38 15

WQF 750 14 450 750 230 5,5 35 2 23,5 / 40 16

WQF 1100 15 500 1100 230 9,1 35 2 24 / 44 21,5

A series of submersible pumps designed for  
pumping sewage and dirty water that does not 
contain abrasive elements (e.g. sand). The pumps 
are used to pump sewage from home septic tanks 
and to drain flooded rooms, houses, garages and 
premises. They are also used for pumping rainwater 
and surface water from ponds, lakes and rivers, 
and for feeding ponds.

Characteristics:
•	 Threaded discharge port enabling easy

connection of the discharge hose using  
a clamp or quick connector

•	 Float switch controlling the pump operation
and protecting against dry running

•	 Thermal protection built into the motor
winding

•	 Warranty and post-warranty service
•	 24-month warranty

Technical data:
•	 Max. liquid temperature: 35°C
•	 Power supply: 230 V
•	 Insulation class: B
•	 Operating mode: continuous
•	 Ingress protection: IP68
•	 Power cable length: 10 m
•	 Working position: vertical
•	 Motor speed: 2850 RPM

Materials:
•	 Motor housing: AISI 304 stainless steel
•	 Pump body: grey cast iron
•	 Shaft: AISI 304 stainless steel
•	 Impeller: grey cast iron
•	 Mechanical seal: SiC / graphite / NBR

WQF
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